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TAMPA EXECUTIVE

TAMPA EXECUTIVE
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LMIRL Rwys 5-23 and 18-36

REIL Rwys 5, 18, and 36

2700

538 (600-1) 738 (800-1)

URIVE

(IAF)

(7.2)

309°

2000

on V157 Southbound.
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277 (300-1)298-1
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1
8

560-1 539 (600-1)

1
8
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4
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LAL VORTAC and hold.

left turn to 2700 direct to 

Climb to 800 then climbing

MISSED APPROACH:

on V7-521 Northbound.

Procedure NA for arrivals at JUVAS
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mile and Circling Cat C visibility     mile. Night landing: Rwy 18, 36 NA.

and all MDA 40 feet; increase LNAV/VNAV all Cats and LNAV Cat C visibility     

Tampa Intl altimeter setting and increase LPV DA to 323, LNAV/VNAV DA to 513,

visibility reduction below 1 SM NA. When local altimeter setting not received, use

NA below -15°C (5°F) or above 54°C (130°F). DME/DME RNP-0.3 NA. Helicopter

Tampa Intl altimeter setting. For uncompensated Baro-VNAV systems, LNAV/VNAV

Inop table does not apply to LPV and LNAV Cat A/B. Baro-VNAV NA when using
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